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GSS-LR-DRIVEOVER 100 YEARS OF AUSTRALIAN MANUFACTURING

LR-Drive
Light Commercial Operator for Spring Balanced Roller Doors

LR-Drive heralds the latest addition to the Grifco Light Commercial portfolio. 
It has been specifically designed for large and wind-locked roller doors. It 
is also ideal for shopfront roller grilles thanks to commercial terminals that 
allow dedicated open and closing.

Key Features
• Faster: LR-Drive opens a 2.4m high door in only 21 seconds. 
 Fastest in its class!

• Stronger: The powerful motor and gearbox can lift roller 
 doors up to 28m²

• Thinner: The incredibly thin operator requires only 45mm 
 of sideroom clearance

• Smarter: LR-Drive is myQ compatible and features dedicated 
 inputs for open / close

• Onboard, detachable Battery Backup for reliable operation

• Super thin 45mm for tight fitting and low sideroom clearance

What’s in the Kit?
LR-Drive operator, Battery Back Up, E138 Wireless Wall Control (x), E960G 
4-Channel Keyring Ttransitter (x2), mounting hardware.

Information for Roller Doors
LR-Drive is designed for spring-balanced vertically moving, single-piece 
roller doors, driven by a directly coupled roller door operator. All the 
operators have a recommended maximum roller door area and door height 
listed in the relevant specification table.

All recommended door sizes are based on the following:

• The door is vertically operated

• The door is correctly spring balanced

• When correctly balanced, the door has a maximum lifting weight of 20kg

• The door is in good mechanical condition and operates smoothly

GLD-RDO
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Model Details

Part No. GLD-RDO

Description Grifco LR-Drive RDO 24V 1300N BBU

Specifications

Power Supply 230-240 VAC 50Hz Max Door Size 28m²

Op. Voltage 24V DC Max Door Weight 270kg

Duty Cycle 50 cycles / day Max Door Height 5.5m

Door Speed 21 secs (2.4m high door)

Product may differ slightly from image shown.

Product may differ slightly from image shown.
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INTRODUCTION

TOOLS REQUIRED

CARTON INVENTORY
GLD-RDO contains the operator, battery backup, mounting hardware and accessories.

GLD-BBU24V

Warning Labels

2 x Grifco 
4-Channel Transmitters

1 x Grifco 
2-Channel Wireless 
Wall Control

HARDWARE PROVIDED

(1) Stop Collar Assembly

(2) Clamp Assembly

(3) Release cord

(4) Self tapping door pinning screws x 2

(5) BBU wall or ceiling screws x 2

(6) BBU screw x 1

(7)   Rubber grommet

Hardware Bag

(1) (2) (3)

(4)

(5) (6) (7)

280mm

470mm

Depth: 
90mm 
150mm (with BBU)


